Model-9 Specifications Sheet

Model-9 in Racing Red

240 mm
Drop Height 1000 mm
9-ft Fan System Weight: 25kg
2744 mm | 9.0 ft

INSTALLATION REQUIREMENTS
Fan must be installed by a certified and trained installer using only approved mounting parts supplied with the Model-9 ceiling fan.

ELECTRICAL REQUIREMENTS
Requires grounded electrical supply line of: 230/240VAC, 50/60Hz, 1Ph, 13A.

MOTOR SPECIFICATIONS
High-efficiency brushless DC with rare earth neodymium permanent magnets. 120W power consumption on max speed of 104rpm.

FAN BLADES
6 extruded aluminium thin aerofoil fan blades. Available as 7ft, 8-ft and 9-ft fan width options.

CONTROL OPTIONS
Hand-held RF remote control included. Wall mounted multi-fan central control with 7-day digital scheduler available as option.

COLOURS
Standard: Matte Black and Gloss White
Custom colour matching services available as option

LOCATION USE
Fan is rated for sheltered indoor use.

Power, Airflow and Efficiency Information for Model-9 (9-ft)

<table>
<thead>
<tr>
<th>Fan Speed</th>
<th>RPM</th>
<th>CFM</th>
<th>Watts</th>
<th>CFM/Watt</th>
<th>Amps</th>
</tr>
</thead>
<tbody>
<tr>
<td>I</td>
<td>31</td>
<td>9022</td>
<td>9</td>
<td>981</td>
<td>0.04</td>
</tr>
<tr>
<td>II</td>
<td>51</td>
<td>15890</td>
<td>18</td>
<td>873</td>
<td>0.08</td>
</tr>
<tr>
<td>III</td>
<td>67</td>
<td>20880</td>
<td>33</td>
<td>627</td>
<td>0.14</td>
</tr>
<tr>
<td>IV</td>
<td>76</td>
<td>23437</td>
<td>44</td>
<td>533</td>
<td>0.19</td>
</tr>
<tr>
<td>V</td>
<td>92</td>
<td>28267</td>
<td>77</td>
<td>367</td>
<td>0.33</td>
</tr>
<tr>
<td>VI</td>
<td>104</td>
<td>31232</td>
<td>103</td>
<td>303</td>
<td>0.45</td>
</tr>
</tbody>
</table>

Ceiling to Fan Base Options

<table>
<thead>
<tr>
<th>Options</th>
<th>Drop Height</th>
<th>Recommended Ceiling to Floor Height</th>
</tr>
</thead>
<tbody>
<tr>
<td>Short Option</td>
<td>0.5 m</td>
<td>3.5 m to 5.0 m</td>
</tr>
<tr>
<td>Standard Option</td>
<td>1.0 m</td>
<td>5.0 m to 6.5 m</td>
</tr>
<tr>
<td>Long Option</td>
<td>1.5 m</td>
<td>6.5 m to 8.0 m</td>
</tr>
</tbody>
</table>

Quiet Operation
<40dB(A). Quieter than most ambient environments

Slanted Ceiling Compatibility
Up to 45° sloping ceiling

Ultra Low Power Consumption
Cost <SGS1 to run for 24 hours at max speed

Model-9 Specifications Sheet v.0.3 Nov 2017

PRODUCT OF SINGAPORE

170659-12